
Installation guide

Cable for DST G- series 
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Mate N-Lok, 6pin

Gas Sensor 

DST G-series
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Relay only option

Position 1: Red Supply voltage

Position 2: Black Earth/Ground

Position 3: White Not connected

Position 4: Blue Not connected

Position 5: Yellow Input relay

Position 6: Orange Normally open contacts output

Modbus only option

Position 1: Red Supply voltage

Position 2: Black Earth/Ground

Position 3: White Mod A (Data +)

Position 4: Blue Mod B (Data -)

Position 5: Yellow Not connected

Position 6: Orange Not connected

Dual output option

Position 1: Red Supply voltage

Position 2: Black Earth/Ground

Position 3: White Mod A (Data +)

Position 4: Blue Mod B (Data -)

Position 5: Yellow Input relay

Position 6: Orange Normally open contacts output

Enclosure IP IP 55

Wiring schematics

Variants
Part number 073G0099 073G0100 073G0101 073G0102

Cable length in mm (a) 305 1000 1500 2500

Numbering of  

connector position

Cable connector 

position
Color of wires

1 3 Red, Rød, Rojo, Rot

2 2 Black, Sort, Negro, Schwarz

3 1 White, Hvid, Blanco, Weiß

4 6 Blue, Blå, Azul, Blau

5 5 Yellow, Gul, Amarillo, Gelb

6 4 Orange, Orange, Naranja, Orange

     Note that the position is mirror faced in comparison to the electrical connections. For example,        
     position 1 on the cable is referring to PIN 3 on the electrical connector on the sensor.
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